
AM V30 OF - 5.5hp AM T40 OF - 7.5 hp

AM T55 OF - 10hp

Free Air
Delivery

Maximum
Pressure

No.of 
Cyl.

Qty

Pump
Speed

rpmcfm hp kW AmpsL/minType

Electric Motor
415 Volt

cfm psi

Tank
Volume

L/min kPa

Noise
@1m

Litres

Pump
DisplacementPumpModel Dimensions (cm)

Outlet
Size Weight

BSP F kgdB(A) L W H

27.6 781 18.0 509 126 870 2 710 5.5 4 7.7 150 82 3/4Ó 248 149 55 104VW-50V30-OF

31.2 884 24.3 688 126 870 3 750 7.5 5.5 10.3 250 81 1Ó 408 154 63 127T40-OFTW-75

38.3 1,084 31.9 903 126 870 3 580 10 7.5 13.8 300 80 1Ó 464 185 65 132T55-OFTW-100

SpeciÞ cations subject to change without notice. 04-2010.
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The Airmac Oil Free reciprocating air compressors has been 
designed to Australian specifications and built by factory 
trained technicians using a premium selection of genuine 
brand name components.

To ensure long life and high reliability, the Airmac Oil Free 
units are built with specialized grease-lubricating bearings, 
self-lubricating Teflon piston rings, stainless steel inlet and 
outlet valves, and thermal Teflon sprayed coating treatment 
on the cylinder walls.

HEAVY DUTY INDUSTRIAL
AIR COMPRESSORS

NEW


