ALUupP

Kompressoren

Screw compressors
Series LARGO

Capacity:
1.2- 66.34 m*/min






Data, Facts, Analyses

Type Air flow according to Motor Length Width  Height Weight
ISO 1217 (Appendix C-1996) power
LARGO 7.5 bar 8 bar 10 bar 13 bar kw mm mm mm kg
(m3/min) | (m3/min) | (m3/min) | (M3/min)
11 1.93 1.83 1.52 1.20 11 1300 780 1555 460
15 2.70 248 2.20 1.82 15 1300 780 1555 470
19 3.28 3.17 2.70 2.32 18.5 1300 780 1555 490
22 3.78 3.67 3.23 2.82 22 1300 780 1555 496
30 4.60 455 427 3.68 30 1300 780 1555 542
31 5.58 5.27 4.68 3.83 30 1810 950 1760 815
37 6.90 6.63 5.88 4.68 37 1810 950 1760 900
45 8.03 7.87 7.20 6.00 45 1810 950 1760 975
55 9.48 - 8.47 7.27 55 1810 950 1760 1165
56 10.62 10.20 8.93 7.22 55 2100 1060 1600 1430
75 14.70 13.90 1237 10.48 75 2100 1060 1600 1500
90 16.08 16.06 14.67 11.87 90 2100 1060 1600 1625
110 19.58 18.98 17.08 14.67 110 2100 1060 1600 1810
111 20.23 19.52 17.25 13.63 110 2606 1490 1938 2420
132 24.50 23.20 21.08 17.08 132 2736 1490 1938 2565
160 28.61 27.35 24.83 20.67 160 2941 1610 1992 2830
200 29.25 29.25 28.59 24.00 200 2300 1400 1525 3550
201 36.00 36.00 32.00 26.14 200 3400 1650 2025 3900
250 43.55 43.55 38.70 32.87 250 3400 1650 2025 4050
315W 52.50 52.50 45.10 39.78 315 3400 1650 2025 4350
355W 61.66 61.66 52.70 = 355 3600 2100 2200 5750
400 W 65.94 65.94 5841 = 400 3600 2100 2200 5900

LARGO 11 - 55 available as plus-Version with integrated dryer - LARGO 315 - 400 water-cooled

Operating conditions/pressure Air flow
Day profile Week profile

In typical instalation as shown Decisions can be made only on
there is an enormous potential the basis of facts. Therefore:
for saving energy! First analyse, then decide.
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intelligent compressed air ... everywhere intelligent compressed air ... everywhere intelligent compressed air ... everywhere



