
Rotary  screw  compressors

kW 5,5 - 7,5 - 11 - 15 - 18,5 - 22
bar 8 - 10 - 13 - 15
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FORMULA

Basic compressor

FORMULA

The FORMULA range in line with
its name, has been designed 
to allow a choice of complete
configurations, for example:

Compressor with
Integrated air dryer

FORMULA.E

+
Compressor with
Integrated air dryer
Inverter

FORMULA.EI
=

Compressor with
Inverter

FORMULA.I

+=

=

Total modularity

=

+
+



All FORMULA compressors are fitted
with a built in air treatment package
comprising refrigerant dryer with
R134A gas, pre-filter, final-filter and
modular condensate drain. The
operation of the dryer and
condensate drains is conveniently
controlled by the compressors main 
MC2 controller this provides for
efficient dew point control of 3°C
and allows the fridge compressor 
to cycle efficiently. 
The FORMULA is fitted with both pre
and final high efficiency filtration

resulting in particles, oil and water 
droplets being removed before
entering the compressed air system.
The compressed air produced
therefore is extremely clean and dry
and suitable for use in applications
in various industries.
For added convenience all the
various condensate drain points are
connected to a common manifold
which is then connected to a single
condensate outlet which can be
easily piped to a suitable collection
facility.

The sum of technology

The ABAC screw compressors are
fitted with the unique TriAB air ends
that are designed and built
exclusively at the ABAC factories,
which are certified to ISO 9001.
The highest quality standards
are strictly adhered to throughout
the manufacturing process
ensuring constantly high quality.
!Highly developed, asymmetric

rotor profiles with precision ground
5/6 lobe configuration, provides
higher compressed air output
with lower power consumption.

!Each rotor is fitted with 3 oversized
high precision bearings allowinga
longer air end life.

!The shaft seal with a 3 lip design
providing a total protection from
oil and other contaminants.

!Toothed safety washers and
special locking nut ensure that
the rotor tolerances are set
throughout the life of the unit for
improved reliability.

Latest generation microprocessor
based multi-controller, with easy to
use menu driven operation with
backlit display, message box and
fault log, special functions and
emergency warning.

The MC2 controller also features:
Optional hardware expansion
Ability to interface with other
compressors using the optional 
interface card.
Daily and/or weekly operational

programming of up to 4
compressors allowing
start/stop switching and
sequencing control.

!Remote control
!Auto-restart
!Programmed routine

maintenance
!Diagnostic functions with  

fault log

TriAB Air ends

Compressed air treatment

MC2 Controller



The main components such as
the motor and air end are
mounted onto a sturdy base plate
which is supported by large anti
vibration dampers that absorb the
vibration and reduce noise levels.
The cabinet  on the FORMULA has
been acoustically engineered so
as to reduce noise levels entering
the environment significantly. 

The entire FORMULA range features
an automatic transmission belt
tensioning system. This ensures a
longer life to the belts and
improved power transmission and
therefore lower energy costs.
The design of the new system also
allows simple and quick replacement
to the belts when required.

Accessibility
In the design of the FORMULA series
a good deal of consideration was
given to providing accessibility and
ease of maintenance. All standard
service components have been
positioned at the front of the
compressor thus allowing
immediate accessibility by simply
removing the front panel.

High quality air
The FORMULA compressor provides
high quality compressed air in line
with key environmental objectives.
The unique internal design of the
vertical air/oil separator vessel
coupled with the high efficiency
separator cartridge allows very
clean compressed air to be
provided at outlet. Oil content
within the delivered compressed
air is less than 3 mg. per cubic
metre. A large capacity delivery
hose made with robust stainless
steel ensures low losses and
improved reliability.

The ideal positioning of all service
items along with the simple and
quick access and the use of spin
on oil filter and separator allow
service work to be carried out
quickly and safely.
The extended service intervals 
help to reduce costs further.

Simple maintenance
and reduced costs

The greater air flow generated by
the electric fan provides for very
efficient cooling even during
continuous use and in higher
ambient temperatures.
This combined with the use of over
sized air and oil heat exchangers
allow the FORMULA compressor to
operate at very low temperatures,
resulting in a longer life to both the
machine and all components
including the lubricant.

Air cooling

Low noise levels - Automatic belt adjustment

Efficient air Inlet filtration

The advantages

One of the most important factors 
in achieving increased
performance and a longer service
life with all rotary screw
compressors is the quality of the
inlet air.  With this in mind, the
FORMULA range features a two
stage air filtration system; air enters
through a cabinet pre-filter panel,
which helps to keep the internal
components of the compressor
clean, as well as maintaining
optimum cooling efficiency.
The second stage of filtration
occurs as the air flows through a
highly efficient air suction filter, this
ensures that the air entering the
compressor element is cleaned
efficiently, thus providing a
considerably longer service life to
the whole compressor.
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Air end TriAB 51/TriAB 69

Electric motor IP54

MC2 controller

Star Delta starter IP54

Refrigerant air dryer with pre-filter 
and final filter and demister filter

Frequency Inverter (optional)

Electric fan

Intake filter

Oil separator filter

Oil filter

Intake valve

Pre-filter panel

Air/oil cooler

Automatic belt tensioner

Minimum pressure and check valve

11 7109 8 131

1415

6 43

2 12
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Design and technology



Approximately 80% of the cost of owning and running an air compressor over 5 years is electricity.

Variable speed version

Value over a period of 5 years

The Formula I version with advanced high
efficiency vectorial frequency inverter
offers many advantages over normal 
air compressors.

! Provides a constant air pressure
selectable to any value between 
6 and 13 bar.

! The compressed air generated precisely
matches the demands of the system
with no wasteage.

! Soft start reduces current surges
providing further energy savings

! Constantly varying output between 
25% and 100% capacity.

Variable speed version

30%
Savings


