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MONITORING 

PANEL

DUAL SECONDARY COOLING
FANS WITH RUN-ON TIMER

LOW OIL SHUTDOWN SWITCH

(P55S shown with front and rear panels removed)

ANTI-VIBRATION MOUNTS

40mm THICK
SOUNDPROOFING 

FOAM

PRIMARY
COOLING FAN

CAST IRON
COMPRESSOR PUMP

HIGH EFFICIENCY
ELECTRIC MOTOR

POWDER COATED 
STEEL CABINET

OIL DRAIN VALVE

A full range of matching vertical air receivers, refrigerated dryers, 
in-line Þ lters, and other compressed air system components is 
available for the Senator Silent Series compressors. Please consult 
your local Senator dealer for application speci Þ c advice.

Accessories

MOTOR

Speci Þ cations

Model

Compressor

Maximum
Pressure Weight Dimensions (cm)

L/min Amps WL/min rpmkPa kW Litres Hcfm Qtypsi hp Litres Dcfm Volts kgdB(A) BSP F

P30S 491 7.6 250 85751 830930 4 150/330 11126.5 3135 5.5 3 7117.4 415 3/4”65

P40S 766 10.4 370 1021,118 890930 5.5 150/330 12839.5 2135 7.5 6 7927.1 415 1”66

P55S 1,084 13.4 410 1021,538 816930 7.5 330/530 12854.4 3135 10 6 7938.3 415 1”70

^ As per Australian Standard AS 4637-2006   * As per Australian Standard AS 2659.1-1988
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